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ELEMENTS DIMENSIONS FOR HF 761

Filtering elements with �p - collapse pressure of 3046 psi (210 bar) are also available (please consult our technical
department).

Technical data for (MS) version elements are available on request.
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Element type

Ø A Ø B C Filtering
surface (AS)

Dirt holding capacity (ISO MTD)

�p = 72.5 psi (5 bar)

FG003 FG006 FG010 FG025

mm

(in)

mm

(in)

mm

(in)

cm
2

(in
2
)

gr

(lbs)

gr

(lbs)

gr

(lbs)

gr

(lbs)

HE K86-30.087

24.5

(0.9645)

53

(2.0866)

87

(3.4252)

667

(103.3852)

3,7

(0.0082)

4,8

(0.0106)

5,3

(0.0118)

7,7

(0.0171)

HE K86-30.116
116

(4.5669)

923

(143.0653)

5,2

(0.0114)

6,6

(0.0147)

7,4

(0.0163)

10,7

(0.0236)

HE K86-30.209
209

(8.2283)

1719

(266.4455)

9,6

(0.0212)

12,4

(0.0273)

13,8

(0.0303)

19,9

(0.0440)

HE K86-40.115

43,2

(1.7008)

78

(3.0709)

115

(4.5276)

1685

(261.1755)

9,4

(0.0208)

12,1

(0.0267)

13,5

(0.0297)

19,5

(0.0431)

HE K86-40.210
210

(8.2677)

3167

(490.8860)

17,7

(0.0391)

22,8

(0.0503)

25,3

(0.0559)

36,7

(0.0810)

HE K86-40.329
329

(12.9528)

5023

(778.5665)

28,1

(0.0620)

36,2

(0.0797)

40,2

(0.0886)

58,3

(0.1285)

HE K86-40.428
428

(16.8504)

6568

(1018.0420)

36,8

(0.0811)

47,3

(0.1043)

52,5

(0.1158)

76,2

(0.1680)


